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Hydraulic Powder Presses
Type CA-NCII
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Press series CA-NC I 120 250 500 1000 1200
Forces

Pressing force top ram max. kN 120 250 500 1000 1200
Withdrawal force max. (die) kN 75 148 306 500 600
Ejection force (ejection principle) kN 120 250 500 1000 1200
Force lower core rod up/down kN 10/ 6 10/ 6 15/9 15/9 15/9
Strokes

Stroke top ram mm 200 200 250 250 250
Stroke lower ram mm 100 100 / 150 100 / 150 100 / 150 100 / 150
Stroke lower core rod mm 95 95 95 95 Q5
Filling height mm Q5 Q5 /145 Q5 /145 Q5 /145 Q5 /145
Stroke filling shoe mm 300 300 300 300 300
Positioning accuracies

Minimum programmable increment mm 0,001 0,001 0,001 0,001 0,001
Positioning accuracy top ram mm + 0,004 + 0,004 + 0,005 + 0,005 + 0,005
Positioning accuracy lower ram mm + 0,004 + 0,004 + 0,005 + 0,005 + 0,005
Repetition accuracy top ram and lower ram mm +0,0025 +0,0025 +0,005 +0,005 +0,005
General information

Stroke rate max.,/min 35 30 25 20 18
Tool room (clearance between columns) mm 490 490 620 620 620
Further dimensions on request Dimensions, technical data and design are subject fo change

The Osterwalder product range:

Our service program offers:
B Mechanical-hydraulic powder presses

of the KPP series with a pressing B Engineering B Training

force of 630 up to 4500 kN TR il Af | I
M Hydraulic powder presses of the UPP series TR NG | ||| Ater-sales service

with a pressing force of 1400 up to 10’000 kN B Commissioning Inspections

We are seeking the dialogue with you!

OSTERWALDER AG OSTERWALDER INC.
Industriering 4 L 10835 Millington Court
Postfach 176 P.O. Box 42536

CH-3250 Llyss/Switzerland OSTE RWALDE R Cincinnati, Ohio 45242 /USA
Phone +41 32 387 14 00 Phone +1 513 936 90 06
Fax +41 32 387 14 04 y Fax +1 513 936 90 08
E-mail: E-mail:
info@osterwalder-ag.ch www.osterwalder.com info@osterwalder.com
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